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33 KV
TOTAL FAULT

MVAsc=300.3MVA

If=5.25kA

UTILITY FAULT LEVEL

MVAsc=250MVA

4MVA

X"d=0.113

MVAsc=35.4MVA

11 KV

MVAsc=76.87+91.92

MVAsc=168.79MVA

If = 8.86kA

G
10MVA

Z=9%

MVAsc=111.11MVA

6.6 KV
MVAsc=47.49+43.68

MVAsc=91.17MVA

If=7.97kA

5MVA

Z=7%

MVAsc=71.43MVA

M

5MVA

Z=17%

(LUMPED)

250MVA

= 50.3MVA
111.11x91.92

111.11+91.92

35.4MVA

76.87+27.11+29.41=133.39MVA

76.87+35.4+29.41=141.68MVA

27.11MVA

76.87+35.4+27.11=139.38MVA

29.41MVA

47.49MVA

43.68MVA

400 V
MVAsc=24.14+4.14

MVAsc=28.28MVA

If=40.81kA

2MVA

Z=6%

MVAsc=33.33MVA

M

6.8MVA

Z=17%

(LUMPED)

87.49MVA

3.68MVA

51.17MVA

40MVA

24.14MVA

4.14MVA

M

596KVA

Z=25%

(LUMPED)

26.52MVA

1.76MVA

25.9MVA

2.38MVA

M

300KVA

Z=17%

(LUMPED)

= 76.87MVA

35.4+27.11+29.41 = 91.92MVA

111.11x250

111.11+250


